Servo Powered ShrinkSle

i This means that the sleeves can be virtually any length, just dial-in the length required,
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Aesthetic Guarded
Stainless stand.

Color Touch panel with
PLC Control.

Optional Print Registration
and Perforation

Yg The sleeves are only cut off when

| : Ieeves in diameter from less than
g /2" up to 6" (or more) can be applied.

§ Speeds of up to 120 per minute on

typical sleeves and higher speeds

4 200/min are be possible for shorter
2 sleeve lengths — eg. neckbands.

they are securely on the container.

We aim to include in our Delta Series the right amount of convenience but at an affordable

WWW.AESUS.COM



//_ m\ . >Motorized Height Adjust

nNIoue »Speed Kit Star Bottle indexer

Our speciality is to apply /é/band sleev »Feed screw for difficult bottles
using a Mandril that cIo m|m|c the container
or neck.

Heat Tunnels

The Mandril opens the sleeve to its W|dest ,w‘ ;EimpleHHe?tSih_riEI(_rTunn?I
possible configuration and then we apply the sleeve dlige raat-salils Lnhe
and cut it to length.” This means that the shrink’ WI|| >Hybrid Steam Electric Tunnel

be better (as thére is less shrink ng&ded) and there ¥ (Patent Pending)
is material cost savings which can e considerable. @

Direct application again means that neither suction cups nor vacdum is needed
to hold the band. Humidity, dust, and static electricity have virtually no effect.

Other Options

»Hot Stamp Coder
»Thermal Printers
»Missing Label Detector
»Luminescence Detector
»Bar Code Readers

Shrink Tunnels are available from simple direct air blow units for neck bands,
through larger units including infrared Radiant heat models 24”, 36” and 487,

For the best shrink available you should use a Steam tunnel or consider
our exclusive Hybrid Heat/Steam model (Patent Pending)

Please visit our website,
www.aesus.com,
for our complete line of machinery.

belling Systems




