LEADING BY A HE/

Update your laibel heads to our
400 WATT Servo Technology nowlll

HERMA H400

Years in development, Herma engineers have designed the
definitive Servo controlled labelling head. Everything they
and their Clients could think of over the last 101 years of
Labelling history has been incorporated!!

Incredibly this head is capable of dispensing up to 160
meters per minute. What does that mean to the end user...
Dispensing at 2000 labels /minute, or accuracy to 1/3 of a
millimetre, handling of large in feed reels and continuous
repeatability.

At last we have a head that is
so reliable and so accurate,
that we can concentrate on
handling your product for a

In the redesign, HERMA engineers incorporated just about system that works for you.
everything you might need into the control system located
right inside the motor housing. There are several
configurations to choose from, but it is all built in at the
outset enabling a customer to upgrade at his leisure.

=/ ary L 9 u ndar conirol D> Control integrated into the applicator
T —no separate control box is required

| ‘ D> Compact design with clearly laid out operating display.

> Custom Servo control designed perfectly for label
applications with appropriate ramp up and ramp down.

P> Available Encoder follower circuits to precisely follow a
Conveyor or Rotary turret drives.

- . D> Available as left-hand and right-hand versions, for upright,
For |nd|V|duaIIy conﬂgunng your horizontal or suspended operation

applicator the clearly laid out display
panel allows for convenient and simple D> Variable speeds and adjustable gear ratios.
adjustment to the operating parameters. Start delays, stop delays, missing label advances,

shift registers.
P> PLC connection, Transparent labels — no problem at all
D> Patented Inductive label sensor that can mount right
at the dispense blade to handle even Mylar labels,
without the need to play with photo electrics which
can dust up.
D> Brackets Printers, barcode readers, print engines.

> A Myriad of bolt on standard options are available to
handle the most demanding challenges.

The Herma advantage: whatever the configuation, D> Wide range power input 100V -240V AC , 50 Hz or 60 Hz
the basic servo drive unit remains the samel!

One unit, one development, one spare part.
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» Missing label on the web function

Perfect for the role

An Exclusive Herma feature is the
twist on/twist off Core and rewind holders.
Just twist a knob and the core is released
to load fresh Labels. The same system

INEED EVEN MORE FROM OUR HEAD?

» 160 meters/minute over 7ft per second :

» Change parameters on panel or with a PC ora PLC E%rsiﬂi:?ggtlg?Igg'e)lecl;hanges will probabl
» Ethernet connection pay for your Head!
> Multiple labeling applicators interconnect

» Real time speed synchronization during labeling

OTHER SERVICES OR PARTS THAT WE PROVIDE? "

> Integration \9

» Moadification of your existing mounting support

» Reconditioning of your complete labeler \

> Improve you Labeling tasks

» Add Hot stamp, laser printers k

» Add Cameras, barcode readers

> Add reject Shelves, aligners..........

The HERMA 400 Rotary Applicator

A space-saving HERMA label applicator allows your existing rotary
machine base to apply self-adhesive labels.
The H400 Slim Line excels with an especially slim build.
The controls are completely integrated into the applicator’s drive unit
which means that an external control box is no longer required.

The modular mounting pedestal provides quick and simple adjustment

both height and angle of label application which guarantees the

optimum labelling position can be achieved on whatever rotary base
the HERMA Slim Line is fitted.
Depending on the type of unwind and rewind units fitted the HERMA 400

L
i Slim Line will attain a speed of up to 150 m/min (95"/sec) while maintaining
P

the highest possible level of accuracy.
This corresponds to a performance of approx. 1,000 labels per minute with a label
length of approx. 110 mm (4.3”).
A very important feature is that the applicator will automatically synchronize
y to the speed of the rotary machine.
» | Anoptional RS 485 interface allows serial data transfer to and from a host control.
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